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FOR EX EARTH, AGGREGATE, OR BITUMINOUS CONC SURFACES:
PR BIT SURFACE REMOVAL~BUTT JOINT (IF APPLICABLE)

PR AGGREGATE BASE COURSE TYPE B 150mm (6’) - FE

PR AGGREGATE BASE COURSE TYPE 8, 150mm (6') &

PR BITUMINOUS CONCRETE 90mm ¢ 3,y - PE

PR BITUMINOUS CONCRETE 200mm (8} - CE

FOR_P.C. CONCRETE SURFACES:

PR PAVT REMOVAL

PR PCC DRIVEWAY PAVT 150mm (6") - PE
PR PCC DRIVEWAY PAVT 200mm (8) - CE

GENERAL NOTES:

THE RESIDENT ENGINEER WILL DETERMINE THE EXACT TYPE OF IMPROVEMENT
TO BE COMPLETED FOR ALL ENTRANCES, SIDERCADS AND MAILBOX TURNOUTS
ON THIS PROJECT.

THE PLAN DETAILS AND SCHEDULES SHOULD BE USED AS A GUIDE FOR THE
ENGINEER TO IMPLEMENT THE FINAL DESIGN. THE ENGINEER MAY DECIDE
TO SALVAGE PORTIONS OF THE EXISTING ENTRANCE PAVEMENT STRUCTURE;
THEREFORE, REDUCING PAY ITEM QUANTITIES. NO ADDITIONAL PAYMENT
WILL BE ALLOWED FOR THIS REDUCTION IN QUANTITIES.

ANY WORK THE ENGINEER REQUIRES WHICH IS NOT COVERED BY A PAY ITEM
CONTAINED IN THE PLANS WILL BE PAID FOR IN ACCORDANCE WITH ARTICLE |
109.04 OF THE STANDARD SPECIFICATIONS.
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THE DITCHLINE BEING LOCATED IN THE ENTRANCE FLARE AREA.
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